Vv 
Rheinland 
Product Safety Production Inspected 


av-aszew ‘Temperature Controlled 


Soldering Station 


> 


On first use the soldering iron may produce smoke, this is just grease used in manufacturing 
burning off, it is not harmful to the product or user. 


Safety Instructions: 

The construction of the soldering station meets Protection Level | . Ensure the earth conductor is 
not disconnected and the product is only connected to earthed sockets. 

Keep electrical appliances and accessories away from children! They are not toys. 


Never use the product immediately after it has been brought in from the cold into a warm room. 


Condensation might destroy your device; Wait until the product is at room temperature before use. 
Never touch the appliance with damp or wet hands there is the risk of a dangerous electrical 
shock. 


Make sure to have sufficient ventilation while soldering solder or solder flux can be harmful. 


Wash your hands thoroughly after working with solder containing lead do not let solder containing 
lead cross your lips; do not eat during the work. 


The power cables (power cable and cable to soldering iron) have to be protected against 
heat and sharp edges. 


Wear appropriate protective clothing and safety goggles while soldering. 
Do not touch any other area but the handle when the soldering iron is working. It is very hot! 
Do not leave children alone in the presence of the soldering iron. 


Soldering must be done on non-combustible surfaces. Make sure any material in the vicinity can 


not be damaged by the heat. 


When the device can no longer be operated safely, disconnect it immediately and secure it against 
being operated unintentionally. 

It can be assumed that safe operation is no longer possible if: 

- the device exhibits visible damage 

- the device no longer works 

- it has been stored for a long time under unfavorable conditions 


- the device was exposed to extraordinary stress caused by transport 


Operation: 


-Unpack the soldering station and check all parts. Damaged parts may not be put in to operation. 


-Put the holding rack for the soldering iron sideways in the soldering station, wet the cleaning 
sponge in the sponge rack with water. 


- Put the soldering iron tin the holding rack 
- Place the soldering station on a solid and dry surface 


-Connect the mains plug to a socket and turn on the soldering station by using the power switch 
(I=ON/0=OFF).when turned on, the power switch is lit 
Always put the soldering iron on the holding rack when it is heating up or during 
breaks from soldering 
Make sure the contracts for soldering on the work place are clean 
Only use solder for electronics. Acidic solder can damage the soldering tip or the 
work piece 


Regulate the desired temperature of the soldering iron with the adjusting knob. 


The color-coded areas are equal to following temperatures: 

Yellow approx. 150°C 

Orange approx.>150 to 270°C 

Red  approx>270 to 480°C 

For lead solder chose the start of the first red segment (approx.270-360°C), for silver solder use 
the beginning of the second red segment (approx. 320-420°C). 


For larger soldering tip adjust the temperature up wards to perform the soldering as fast as 
possible and as long as necessary. 


Lower the temperature during breaks, this saves energy and extends the durability of the soldering 
tip. 
Wait about 2-3 minutes until the soldering tip reaches the adjusted temperature, test the 


temperature by touching the soldering tip with solder, if the solder melts away easily you can start 


soldering. 


Tin the hot soldering tip with solder; wipe off excessive solder on the wet cleaning sponge. 


Heat up the soldering location with the soldering tip and add solder. 


yr 


_ the soldering point cool down. 
Clean the soldering tip on the wet sponge after each soldering 


After finishing the soldering, put back the soldering iron in the rack and turn off the soldering 


station at the main switch. 
Do not file off the soldering tip, or it will be damaged. 


Never touch the hot soldering tip. 

Let the soldering iron cool down after use. 

The soldering iron may not be dunked into water 

During breaks, the soldering iron has to be placed in the holding rack. 


CAUTION 


1. Handle the heated soldering iron with 
extreme care, as the high temperature 
of the iron can cause fires or painful 


burns. 

2. The first time you use the soldering iron, 
it may smoke slightly as the heating 
element dries out. This is normal and 
should only last for approx. 10 minutes. 

3. Never file the specially-plated tip. 


MAINTENANCE 


This tool must be placed on its stand when not in use. 
If the supply cord is damaged, it must be replaced by the manufacturer or its service agent or a 
similarly qualified person in order to avoid hazard. 


TIP REPLACEMENT 
Note: Tip replacement or cleaning should be done only when the iron is at room temperature or | 
below. The tip can be changed or replaced simply by unscrewing the knurled nut barrel assembly. 
The station must be switched off and allowed to cool before and during this operation, as damage 
may occur if the system is left on without the tip inserted, after removing tip, remove any oxide 
dust that may have formed in the tip retaining area of the barrel. Be careful to avoid getting dust in 
your eyes. Replace the tip and screw the retaining knurled nut barrel assembly using only hand 
pressure to tighten. Pliers should only be used to tighten the nut if loosening occur when the iron 


is hot to avoid burning your fingers. Do not over tighten as this would damage the element. 


GENERAL CLEANING 
The outer case of the iron or station may be cleaned with a damp cloth using small amounts of 
liquid detergent Never submerse the unit in liquid or allow any liquid to enter the case of the \ 


station. Never use solvent to clean the case. . 
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1.The appliance is not a toy, and must be kept out of children’s hands. 


2.Before cleaning the appliance or changing the filter, always remove the power lead plug from the socket. Unscrewing 
the housing is not permitted. 

3.This appliance is not intended for use by persons (including children) with reduced physical, sensory or mental 
capabilities, or lack of expe rience and knowledge, unless they have been given supervision or instruction concerning 
use of the appliance by a person responsible for their safety 


4.If the supply cord is damaged, it must be replaced by the manufacturer or its service agent or a similarly qualities 
person in order to avoid hazard. 


Die Létstation fiir die Temperaturkontrolle 


Vor dem Erstgebrauch des Létkolbens kann das Produkt rauchen. Das Fett wird bei der Fertigung 
verwendet und abgebrannt,aber es kann nicht fur das Produkt oder die Benutzer schadlich sein. 


Sicherheitshinweise: 


Die Konstruktion der Létstation entspricht der Schutzklasse I. um den Schutzleiter sicher zu 
schiitzen und nicht zu trennen,wird das Produkt nur an die geerdete Steckdose angeschlossen. 


Halten Sie die Kinder von den elektrischen Geradte und ZubehGrteile fern! Sie sind keine 


Spielzeuge. 


Wenn Sie die abgekiihlten Produkte in einen warmen Raum gebracht haben,benutzen Sie nicht 
sofort.das Produkt. 


Das Kondenswasser kann Ihr Gerat beschadigen. Vor dem Gebrauch achten Sie darauf, bis das 
Produkt die Raumtemperatur erreicht. Diirfen Sie nicht das Gerat mit feuchten oder nassen 
Handen beriihren. Die Gefahr des elektrischen Schlages wird verursacht. 


Achten Sie darauf, eine ausreichende Beliiftung beim Loten aufzuweisen. Das L6tzinn oder 


Flussmittel kann schadlich sein. 


Nach der Arbeit waschen Sie Ihre Hande mit dem bleihaltigen Létzinn griindlich. Sie lassen das 
bleihaltigen Lotzinn nicht tiber Ihre Lippen wahrend der Arbeit zu berihen und zu verschlucken. 


Das Stromkabel (Netzkabel und Kabel des Létkolbens) sollte gegen die Hitze und die scharfen 
Kanten geschiitzt werden. 


Beim Loten tragen Sie die geeignete Schutzkleidung und Schutzbrille. 


Bertihren Sie keinen anderen Bereich, wenn Sie mit dem L6tkolben arbeiten. Es ist sehr heiB! 
Lassen Sie die Kinder nicht allein mit dem Létkolben bedienen. 


Wenn Sie léten, diirfen Sie nicht auf der brennbaren Oberflache erfolgen. Achten Sie darauf, jedes 
Material in der Nahe nicht durch die Hitze zu beschadigen. 


Wenn das Gerat nicht weiter betrieben werden kann, trennen Sie es sofort ab,um den 


unbeabsichtigten Betrieb zu vermeiden. 


Das Gerat darf nicht mehr méglich betrieben werden, wenn 
- das Gerat sichtbar beschdadigt ist 
- das Gerat nicht mehr funktioniert 


- es fiir eine lange Zeit unter den ungiinstigen Bedingungen gelagert ist. 
- das Gerat wurde auf der auBergewohnliche Belastung durch den Verkehr ausgesetzt ist. 


Operation: 


. 


-Packen Sie die Lotstation aus und tiberpriifen Sie alle Teile. Die beschadigten Teile diirfen nicht 


in den Betrieb genommen werden. 


-Nehmen Sie das Létkolben in den Bereich seitlich von der Loétstation und benetzen Sie den 


Reinigungsschwamm mit Wasser. 
-Setzen Sie den Létkolben in den Halterbereich ein 
-Legen Sie die Létstation auf einem festen und trockenen Oberflache 


-Stecken Sie den Netzstecker in eine Steckdose und schalten Sie die Lotstation mit dem 
Netzschalter (I = EIN / () = AUS). Wenn er eingeschaltet ist, wird der Netzschalter leuchtet. 


Setzen Sie immer den Létkolben in die Halterung ein, wenn er wahrend der Pause des 
Lotens heizt. 

Stellen Sie sicher, dass Sie den Kontakt fiir das Léten auf dem Arbeitsplatz sauber behalten. 
Nur benutzen Sie Loéten fiir die Elektronik. Saureléten kénnte die L6tspitze oder die 


Werkstiick beschadigen 
Regulieren Sie die gewiinschte Temperatur des Lotkolbens mit dem Drehknopf. 
Die farblichen Bereiche sind gleich folgende Temperaturen gekennzeichnet: 
~ Gelb ca. 150°C 
Orange ca.> 150 bis 270°C 
Rot ca.> 270- 480 °C 
Fir das Bleiléten wird die erste Rotsegment ausgewdhlt (ca 270-360°C), fiir Silberloten 
verwenden Sie die zweite Rotsegment (ca. 320-420 ‘C). 


Fir grdBere Lotspitze sollen Sie die Temperatur bis Stationen an die Létstelle so schnell wie 


mOoglich einstellen und so lange wie notig durchfihren. 


Senken Sie die Temperatur wahrend der Pausen, die Energie sparen und die Lebensdauer der 


L6tspitze verlangern. 


Warten Sie etwa 2-3 Minuten, bis die Létspitze die eingestellte Temperatur erreicht, testen Sie die 
Temperatur durch Beriihren der Létspitze mit L6ten, wenn das Léten leicht schmilzt, kénnen Sie 


mit dem Loten beginnen. 


Lassen Sie den heiSen Létspunkt abkiihlen; abwischen tiberschiissiges Loten auf dem nassen 
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Schwamm reinigen. Heizen Sie die Létstelle der Létspitze und Létzinn. Lassen Sie die Lotstelle 


abktihlen. 


Reinigen Sie die Létspitze nach jedem Léten auf dem nassen Schwamm 
Nach der Beendigung der Léten legen Sie den Lotkolben im Rack und schalten Sie den 


Létstation am Hauptschalter. 


Diirfen Sie die Létspitze nicht feilen , oder wird es beschadigt. | 

Beriihren Sie niemals die heiBe Lotspitze. 

Lassen Sie den Létkolben nach dem Gebrauch abkihlen 

Der Létkolben darf nicht in Wasser getaucht werden 

In den Pausen kann der Létkolben in der Halterung platziert werden. 

Achtung | 

1. Bitte achten Sie darauf,den geheizten Lotkolben zu behandeln.Die Hochtemperatur des 
Létkolbens kann zum Feuerschaden oder zur Verbrennung fuhren. 

2. Wenn Sie zum ersten Mal den Létkolben benutzen,wird der Létkolben leicht rauchen, 
als Heizelement trocken ist.Das ist normal und soll ungefahr 10 Minuten lasten. 


keine Hinweise fiir die speziell L6tspitze 


Wartung 


Das Werkzeug muss auf den Stander gestellt werden,wenn es nicht benutzt ist. Wenn das 
Netzkabel beschadigt ist, muss es durch den Hersteller oder seinen Kundendienst oder eine 


ahnlich qualifizierte Person ersetzt werden, um die Gefahr zu vermeiden. 


Hinweis: 


Achtung ! Der Ersatz oder die Reinigung der sollte nur durchgefiihrt werden, wenn der 
Létkolben bei der Raumtemperatur oder noch unten. Die Létspitze kann geandert werden oder 
einfach durch Abschrauben der Randelmutter ersetzt werden. Die Station muss abgeschaltet 
werden und kann vor dieser Operation und wahrend dieser Operation abkihlen, wenn der 
Beschadigung auftreten wird, kénnen Sie das System ohne die Spitze eingeftihren. Nach dem 
Entfernen der Spitze ist Oxidstaub, der in der Spitze der Haltebereich gebildet wird, abzuwischen. 
Seien Sie vorsichtig, Staub in deinen Augen zu vermeiden. Ersetzen Sie die Spitze und schrauben 
Sie die Randelmutter ab und nur mit Handdruck zu straffen. Zangen sollten nur verwendet werden, 
um die Mutter anziehen, wenn Lockerung, nicht zu fest anziehe,sonst das Element beschadigt 
werden kann. Wenn die Létspitze hei ist, sollen Sie darauf, die Finger zu schiitzen,um die 


Verbrennung zu vermeiden 
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